
JOB HAZARD ANALYSIS - Task Specific
NEW X REVISED

WORKPLACE TASK TO BE ANALYSED WESTERN HAZARD CATEGORY* DATE:

Opening cans Work site hazards, May-21

DEPARTMENT HAZARD TYPE* WRITTEN BY:

Hospitality Services Protruding/sharp objects, awkward static posture
Committee

WESTERN JOB CLASSIFICATION* LOSS POTENTIAL RATING* REVIEWED BY:

Culinary Support, Culinary Production, Supervisor, Chef, Moderate Brian Fliss

REQUIRED EQUIPMENT AND/OR PERSONAL PROTECTIVE EQUIPMENT *refer to Stantec Specific Job Report MGMT APPROVAL:

SEQUENCE OF TASK POTENTIAL HAZARDS ACTION OR PROCEDURE

Ensure can is secure on a level and flat surface Falls Use level surface

If using industrial can opener, place can as close to base as possible

Hold can with one hand on one side and other hand pushing down on handle

Use enough force to puncture can Strain Ask for assistance if necessary

Turn handle clockwise until lid is opened Do not over extend arm or lock elbow

Place lid inside empty can and dispose Cuts Use caution as sides of lid are very sharp

Wipe can opener clean

Strain

Clean after each use to avoid cross-contamination


